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KEPNER PrRoDUCTS COMPANY

ESTABLISHED IN 1948

Part Numbers:

Kep-O-seal® Check Valve Fixed Settings 1/8” to 3” sizes
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PORT SIZE
04 = 1/8 PIPE - 1/4 TUBE 16 = 1” PIPE - 1” TUBE
06 = 1/4 PIPE - 3/8 TUBE 20 =1 1/4 PIPE - 1 1/4 TUBE .
08 = 3/8 PIPE - 1/2 TUBE 24 =1 1/2 PIPE - 1 1/2 TUBE
10 = 1/2 PIPE - 5/8 TUBE 32 = 2” PIPE - 2” TUBE
12 = 3/4 PIPE - 3/4 TUBE 48 = 3” PIPE (CONSULT FACTORY)
CONSTRUCTION MATERIALS
A = ALUMINUM D = 303 STAINLESS STEEL
B = BRASS F = 316 STAINLESS STEEL
C = STEEL
-RIN EAL
1 = BUNA-N 9 = NEOPRENE 18 = VITON®

OTHERS AVAILABLE

RACK PRE

1 - 2 PSI CRACK (STD.)

RE

Valve performance is dependent on proper selection, application, installation and maintenance. Consult Factory.

Kepner Products Company, Villa Park, IL 630.279.1550 E-mail:

kepner@kepner.com




