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KEPNER PRODUCTS COMPANY 
ESTABLISHED IN 1948 

Valve performance is dependent on proper selection, application, installation and maintenance.  Consult Factory. 

Part Numbers:  Kep-O-seal� Adjustable Relief Valve 

PART NUMBER EXAMPLE 

23 05 - C - 1000 (750PSI) 
BASE MODEL NUMBER 

PORT SIZES 

INLET OUTLET SIDE OUTLET 

00 1/2 MPT 1/2 FPT NONE 
01 1/2 FPT 1/2 FPT NONE 
02 3/8 MPT 3/8 FPT NONE 
03 3/8 FPT 3/8 FPT NONE 
04 1/4 MPT 1/4 FPT 1/4 FPT 
05 1/4 FPT 1/4 FPT 1/4 FPT 
06 1/2 MPT 1/4 FPT 1/4 FPT 
07 1/2 FPT 1/4 FPT 1/4 FPT 
08 3/8 MPT 1/4 FPT 1/4 FPT 
09 3/8 FPT 1/4 FPT 1/4 FPT 

CONSTRUCTION MATERIALS 

C = STEEL 
D = 303 STAINLESS STEEL i 

CRACK PRESSURE RANGES 

400 = 50 - 400 PSI CRACK 
. 1000 = 300 - 1000 PSI CRACK 

2000 = 900 - 2000 PSI CRACK 

FACTORY PRESET CRACK PRESSURE 

OPTIONAL 

O-RING SEALS 

TEFLON® 


