4 KEPNER PrRoDUCTS COMPANY

ESTABLISHED IN 1948

Dimensions: Series 300 Kep-O-seal® Check and Relief Valve

— A P
—& B |jea—C (REF)——> B |e=—

— D fe— —&=] [ [=—

CONNECTION: CONNECTION:
G H

NOTES BELOW REFER TO COLUMN "F"
( 1 1/2 HEX FOR 316 STANLESS STEEL
@ 1 7/8 HEX FOR 303 & 316 STAINLESS STEEL
() 2 3/4 HEX FOR COMMERCIAL BRASS
ALL DIMENSIONS ARE FOR REFERENCE ONLY.

MODEL | A B (REF) D E HEX_ G H
MPT | MPT
304 2.34 40 | 154 20 22 11/16 us | ws
306 2.99 60 | 1.79 28 35 13/16 va | ua
308 3.45 61 | 223 30 38 1 38 | 38
310 4.02 79 | 244 34 38 118 12 | e
312 4.40 80 | 2.80 41 s e (D] 34 | s
316 546 | 1.00 | 3.46 53 60 hisne (D] 1 1
320 6.39 97 | 445 73 88 pss (3| 114 | 11
324 6.45 | 100 | 445 73 88 pss (3| 112 | 11
332 794 | 103 | 588 94 1.19 31/2 2 2

Kepner Products Company, Villa Park, IL 630.279.1550 E-mail: kepner@kepner.com




