4 KEPNER PrRoDUCTS COMPANY

ESTABLISHED IN 1948

Dimensions: Series 500 Kep-O-seal® Check and Relief Valve
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NOTES BELOW REFER TO COLUMN "F"
( 1 1/2 FOR 316 STAINLESS STEEL
(@ 1 7/8 FOR 303 & 316 STAINLESS STEEL

(3 2 3/4 FOR COMMERCIAL BRASS
ALL DIMENSIONS ARE FOR REFERENCE ONLY.

MODEL | A | BL | B2 (REF) D E ng. G H
MPT | JiC

504 | 248 | 40 | 55 | 153 | 20 | 20 11/16 18 1/4
506 | 295 | 60 | 56 | 179 | 28 | .35 13/16 1/4 3/8
508 | 350 | 61 | 66 | 223 | 30 | .37 1 3/8 12
510 | 398 | 79 | 76 | 243 | 34 | 37 11/8 12 5/8
512 | aa5 | 80 | 86 | 279 | a1 | aa p7e ()] au 3/4

516 5.37 | 1.00 91 3.46 .53 .59 [113/16

520 6.37 .97 .96 4.44 .73 .87 |25/8 @ 11/4 11/4

524 6.53 | 1.00 | 1.08 4.45 .73 .87 |25/8 @ 11/2 11/2

532 8.24 | 1.03 | 1.33 5.88 94 | 1.18 31/2 2 2

Valve performance is dependent on proper selection, application, installation and maintenance. Consult Factory.

Kepner Products Company, Villa Park, IL 630.279.1550 E-mail: kepner@kepner.com




