4 KEPNER PrRoDUCTS COMPANY

ESTABLISHED IN 1948

Dimensions: Series 1700 Kep-O-seal® Check and Relief Valve

- A -
—e~ B [|we——C (REF) o=

— D fm— bt~ [

_‘E@}_

A

F HEX

CONNECTION: CONNECTION:
G H

NOTES BELOW REFER TO COLUMN "F"
(1 1/2 FOR 316 STAINLESS STEEL
(@)1 7/8 FOR 303 & 316 STAINLESS STEEL

(® 2 3/4 FOR COMMERCIAL BRASS
ALL DIMENSIONS ARE FOR REFERENCE ONLY.

MODEL | A B (REF) D E ng. G H
Jic 1JIC
1704 | 255 55 | 2.00 20 69 11/16 1/4 1/4
1706 | 2.93 56 | 237 28 94 13/16 3/8 3/8
1708 | 3.25 66 | 259 30 73 1 172 12
1710 | 3.1 76 | 3.15 34 1.09 11/8 5/8 5/8
1712 | 447 86 | 361 41 127 hne ()| s 3/4
1716 | 5.19 91 | 428 53 1a1 h1zne(2) | 1 1
1720 | 6.54 96 | 558 73 200 s (| 1wa | 114
1724 | 666 | 1.08 | 558 73 200 pss (| 112 | 110
1732 | 852 | 133 | 7.9 94 2,50 312 2 2

Valve performance is dependent on proper selection, application, installation and maintenance. Consult Factory.

Kepner Products Company, Villa Park, IL 630.279.1550 E-mail: kepner@kepner.com




