4 KEPNER PrRoDUCTS COMPANY

ESTABLISHED IN 1948

Dimensions: Series 1900 Kep-O-seal® Check and Relief Valve

CONNECTION: CONNECTION:
G H

NOTES BELOW REFER TO COLUMN "F”
(M 1 1/2 FOR 316 STAINLESS STEEL
® 1 7/8 FOR 303 & 316 STAINLESS STEEL
(® 2 3/4 FOR COMMERCIAL BRASS
ALL DIMENSIONS ARE FOR REFERENCE ONLY.

MODEL | A B (REF) D E HEX. G H
e | e
1904 | 2.40 : : 60 69 11/16 va | wa
1906 | 2.68 ! ! 58 94 13/16 a8 | 38
1908 | 2.98 ! ! 68 73 1 12 | e
1910 | 358 ! ! 77 1.09 118 58 | 58
1012 | 413 ! ! 93 127 e (D] 34 | 24
1916 | 4.70 ! ! 95 1a1 hasne (D] 1 1
1920 | 5.83 ! ! .99 200 pse (| 114 | 114
1924 | 6.10 : : 125 | 200 pss (| 112 | 11
1032 | 7.44 ! ! 119 | 250 3172 2 2

Valve performance is dependent on proper selection, application, installation and maintenance. Consult Factory.
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