4 KEPNER PrRoDUCTS COMPANY

ESTABLISHED IN 1948

Dimensions: Series 400 Kep-O-seal® Check and Relief Valve

CONNECTION: CONNECTION:
G H

NOTES BELOW REFER TO COLUMN “F”
(M 1 1/2 FOR 316 STAINLESS STEEL
(@ 1 7/8 FOR 303 & 316 STAINLESS STEEL

(® 2 3/4 FOR COMMERCIAL BRASS
ALL DIMENSIONS ARE FOR REFERENCE ONLY

MODEL | A B (REF) D E ng. G H
FPT | FPT
404 1.94 : : 27 56 11/16 18 1/8
406 2.66 ! : 53 98 13/16 14 1/4
408 258 ! ! .30 72 1 3/8 318
410 3.19 ! ! 44 1.03 11/8 172 1/2
412 3.69 ! ! 56 119 f7ne (V)| 2 3/4
416 4.19 ! ! 53 131 hasne ()| 1 1
420 5.17 : : 73 150 bes (3| 1wa | 114
424 5.19 : : 75 150 bss ()| 112 | 111
432 6.69 ! : 94 2.00 312 2 2

Valve performance is dependent on proper selection, application, installation and maintenance. Consult Factory.
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