4 KEPNER PrRoDUCTS COMPANY

ESTABLISHED IN 1948

Kepsel® Cartridge Lock Valve

Curves indicate Pressure Drop vs Flow Rate

60 |
2741 /

— 50

g 2743

F 40 NOMINAL SIZES

) -

% 2741 1/16
274 1/8”

E / !’ 3 /8

= y 2746 1/4”

n

0 _ Free Flow 5750 T2

H.Z' --- Piloted Open

a | | 2752 3/4”

2 3 4 5

FLOW - GALLONS PER MINUTE
Test Fluid: MIL-H-5606A Hydraulic Oil
Test Temp: 75° F

60

i
E 50 I _/ /]

y / 2746 / 2750 / 2752
0. 40 / A
2 / s "3

o 3% { 7z

% 20f—/ o B B

] g — ""

Y % T = o — Free Flow
m A P - === Piloted Open
o 0 L",.i:-.-,:...------ | '

(a8

0 5 10 15 20 25 30 35 40 45
FLOW - GALLONS PER MINUTE

Test Fluid: MIL-H-5606A Hydraulic Qil

Test Temp: 75° F

Valve performance is dependent on proper selection, application, installation and maintenance. Consult Factory.

Kepner Products Company, Villa Park, IL 630.279.1550 E-mail: kepner@kepner.com




