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KEPNER PrRoDUCTS COMPANY

Dimensions: Series 700 Kep-O-seal® Check and Relief Valve
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NOTES BELOW REFER TO COLUMN “F”

() 1 1/2 HEX FOR 316 STAINLESS STEEL

@ 1 7/8 HEX FOR 303 & 316 STANLESS STEEL
® 2 3/4 HEX FOR COMMERCIAL BRASS
ALL DIMENSIONS ARE FOR REFERENCE ONLY.
MODEL| A | B1 | B2 (RCE:F) D E HEX G H
Jic MPT
704 | 249 | 55 | 40| 154 | 20 | .23 11/16 1/4 18
706 | 295 | 56 | 60| 179 | 28 | .35 13/16 3/8 1/4
708 | 350 | 66 | 61| 223 | 30 | .38 1 12 3/8
710 | 399 | 76 | 79| 244 | 34 | .38 118 5/8 12
712 | 246 | 86 | 80| 280 | a1 | 44 hze ()| am 3/4
716 | 538 | o1 |100| 347 | 53 | w0 h1sne (2| 1 1
720 | 638 | o6 | 07| aa5 | 73 | 88 bsse ()| 114 | 11
724 | 654 | 108 |100| 246 | 73 | 88 bss (| 112 | 110
732 | 824 | 133 |103]| 588 | 94 | 119 31/2 2 2

Valve performance is dependent on proper selection, application, installation and maintenance. Consult Factory.

Kepner Products Company, Villa Park, IL 630.279.1550 E-mail: kepner@kepner.com




