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ESTABLISHED IN 1948

KEPNER PrRoDUCTS COMPANY

Kep-O-seal® Inline Check and Relief Check Valves

Curves indicate Pressure Drop vs Flow Rate
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FLOW - GALLONS PER MINUTE
Test Fluid: Water SIZE CONNECTIONS
Test Temp: 50° F 04 1/8” Pipe or 1/4” Tube
06 1/4” Pipe or 3/8” Tube
08 3/8” Pipe or 1/2” Tube
10 1/2” Pipe or 5/8” Tube
Example with various relief settings: 12 3/4” Pipe or 3/4” Tube
16 1” Pipe or 1” Tube
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FLOW - GALLONS PER MINUTE
TEST FLUID: MIL-H-5606A Hydraulic Oil TEST TEMP:70° F

Valve performance is dependent on proper selection, application, installation and maintenance. Consult Factory.

Kepner Products Company, Villa Park, IL 630.279.1550 E-mail: kepner@kepner.com




4 KEPNER PrRoDUCTS COMPANY

ESTABLISHED IN 1948

Kep-O-seal® Inline Check and Relief Check - 11/,” - 2” Sizes

SIZES: 1-1/4"  1-1/2" 2" Curves indicate Pressure Drop vs Flow Rate
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Test Fluid: Water FLOW - GALLONS PER MINUTE
Test Temp: 50¢ F
Example with various relief settings: Size Connections
20 1-1/4” Pipe or Tube
60 24 1-1/2” Pipe or Tube
32 2” Pipe or Tube
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TEST FLUID: MIL-H-5606A Hydraulic Qil  TEST TEMP:70° F

Valve performance is dependent on proper selection, application, installation and maintenance. Consult Factory.

Kepner Products Company, Villa Park, IL 630.279.1550 E-mail: kepner@kepner.com




